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Test Probe & Clip

BNC Adapter & Breakouts
Test Lead

Panel Socket

Binding Post

Banana Plug

Connecting Plug
Crocodile Clip

Test Kits
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How to order ?

Item No.explanation:

Examples:The catalogue offers the following

4mm banana plug,colors: @b & 3 @& @&

Item No.:25.413.*

If you want to order the red one,your order should be 25.413.1
4mm test lead,colors: P & 3 @& @& ™

Length: (0251 0501 HooI

Item No.:22.310.[].*

If you want to order the red one,L:50CM,your order should

be 22.310.050.1



Test Probe & Clip
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Feature
Mini test clip with pin connection.Specially for the thin wires and
samll terminals.

Material

Insulator:PA

Bodv:Brass
Surface:Gold plated
Rated voltaae/current:
30Vac-60Vde/Max.2A
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Feature

Mini test clip with solder connection.Press with the good feeling
and contact hook for wires up easily.

Material

Insulator:PA

Bodyv:Brass

Rated voltaae/current:
30Vac-60Vdc/Max.10A
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Feature
Safety test probe with 4mm socket connection. Sharp stainless
steel needle.
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Material

Insulator:PA
Body:Stainless steel &
Brass

Rated voltaae/current:
CATII 600V/Max.1A
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Feature
Safety test probe with 4mm socket connection. Sharp stainless
steel tip with the perfectly protective cap.
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Material

Insulator:PA
Body:Stainless steel
Rated voltage/current:

CATII 1000V/Max.10A

Nanjing Shunp Electronics Co.,

Ltd.



Test Probe & Clip
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Material
Insulator:PA
_ Body:Brass
' Sprina:Bervllium copper
Feature Surface:Nickel plated
Safety test probe with 4mm socket connection. Spring-loaded tip  Rated voltaae/current:
P o ;- OO with the protective cap. CATII 1000V/Max.32A
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Material
Insulator:PA
Feature Body:Stainless steel & Brass
Safety test probe with 4mm socket connection. Sharp stainless  Rated voltaae/current:
- &» steel needle. 30Vac-60Vdc/Max.1A
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> il Feature Insulator:PA

Safety test clip with 4mm socket connection. Long sharp stain-  Body:Stainless steel & Brass
less steel tip and flexible spring with the silicone tube can meet  Rated voltage/current:
LA 2 kinds of vour request. 30Vac-60Vdc/Max.10A
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o Material

Insulator:PA

Feature Body:Stainless steel & Brass
Safety test probe with 4mm socket connection. Stainless steel tip Rated voltage/current:
can connect with the wire without cutting it. CATIII 1000V/Max.10A

Nanjing Shunp Electronics Co., Ltd.



Test Probe & Clip
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Material
Insulator:PA
Feature Body:Stainless steel & Brass
Safety test probe with 4mm socket connection. Sharp stainless  Rated voltage/current:
o : o steel tip with the protective cap. CATIII 1000V/Max.10A
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Material
Insulator:PA
Body:Brass & Stainless steel

Feature Surface:Nickel plated
Safetv test probe with 4mm socket connection.Stainless steel tip Rated voltage/current:
can connect with the wire without cutting it. CATII 1000V/Max.10A
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Material

Insulator:PA

Feature Body:Brass & Stainless steel
Safety test clip with 4mm socket connection.Flexible spring with ~ Rated voltage/current:

the tube can contact the wires and terminals even at the corner. ~ CATIII 1000V/Max.10A
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080.0058 Material

(] Insulator:PA
Feature Body:Brass
D - D .Safletv test probe with 4mm socket connection on both end.Fuse Rated voltage/current:
inside. CATIII 1000V/Max.20A

Nanjing Shunp Electronics Co., Ltd.



Test Probe & Clip

e

132
20
=T
O HHHHT Q|
P <= | (" ooovcarm@ I
& OO
Tt
oJ .
/ 090.0058 % Material
Insulator:PA
Feature Bodyv:Brass

Safety test probe with 4mm socket connection. Spring loaded
side with the shrinkable tube.Fuse inside.

Rated voltage/current:
CATIII 1000V/Max.20A

20.170.*
123 c €
293
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Q__ Material
O Insulator:PA
Feature Body:Brass & Stainless steel
Safety test clip with 4mm socket connection. Rated voltaage/current:
The clip can connect the terminals easily. CATIII 1000V/Max.10A
I
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Feature

Safety test lead one end with the insulated 4mm spring loaded test probe and the other end
with the insulated 4mm analed plua.Nickel plated pluas with the protective cap. Red+Black
as a set.

Rated voltage/current: CATIII 1000v/10A [Oiommal BVEl Mool
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- Feature
Safety test lead one end with the insulated test probe and the other end with the insulated
4mm angled pluga.Nickel plated plugs with the protective cap. Red+Black as a set.
o o Rated voltage/current: CATII 1000v/10A [Oi76mmal PUE Ho6Y

Nanjing Shunp Electronics Co., Ltd.



BNC Adapter & Breakouts

Feture:Insulated BNC Male to 2*4mm straight safety pluas.connected with
the flexible RG58/50  wire.L:1.2M
Ratina:CATI 500V. CATII 150V/3A

Feture:Insulated BNC Male to 2*4mm stackable safety plugs.connected
with the flexible RG58/50 O wire.L:1.2M
Ratina:CATI 500V. CATII 150V/3A

31

21.030

Feture:Insulated BNC Male to 2*4mm stackable pluas.connected with the
flexible RG58/50 & wire.L:1.2M
Ratina:CATI 500V. CATII 150V/3A

I Qw7 Qu QY |

8l
Feture:Insulated BNC Male to 2*Mini test clips.connected with the flexible
RG58/50 O wire.L:1.2M
Rating:CATI 500V. CATII 150V/3A
31
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Nanjing Shunp Electronics Co., Ltd.



BNC Adapter & Breakouts

Feture:Insulated BNC Male to two crocodile clips,connected with the flex-
ible RG58/50 2 wire.L:1.2M
Ratina:CATI 500V. CATII 150V/3A
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Feture:Insulated BNC Male at the each end.connected with the flexible
RG58/50 £ wire.L:1.0M
Ratina:CATI 500V. CATII 150V/3A

Feture:BNC Male with 2*4mm Stackable Plua Feture:BNC Female with 2*4mm Stackable Plug -

Material: Material:

Body:Brass: Sprina:Bervllium copper: Surface:Nickel plated Bodv:Brass: Sprina:Bervllium copper. Surface:Nickel plated
Ratina:Maxium voltage for hands free use:500Vrms Ratina:Maxium voltage for hands free use:500Vrms

21.133 21.134
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Feture:BNC Male with 2*4mm Stackable Bindina Post Feture:BNC Female with 2*4mm Stackable Binding Post
Material: Material:
Body:Brass; Surface:Nickel plated Body:Brass; Surface:Nickel plated
Ratina:Maxium voltage for hands free use:500Vrms Ratina:Maxium voltage for hands free use:500Vrms

- - Feture:Feture:BNC Male with the Bindinag Post
' Ratina:Maxium voltage for hands free use:500Vrms

Nanjing Shunp Electronics Co., Ltd.



Test Lead

Test lead with the 1Tmm aold plated
pluga on both ends.

P O

22.010._]* Rated voltage/current: 30Vac-60Vdc/Max.6A  0.20mm? PvC 625 6501

2mm Test Lead

Test lead with the 2mm qold plated
plua on both ends. - 27 - L ,

P : O

22_020_:|* Rated voltage/current: 30Vac-60Vdc/Max.10A  0.50mm? PvC 625 650

2mm Test Lead

Test lead with the 2mm qold plated
plua on both ends. i 11 =i
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22.030._1* Rated voltage/current: 30Vac-60Vdc/Max.10A  0.50mm? Pvc 688 656
22.040._J* Rated voltage/current: 30Vac-60Vdc/Max.10A  0.50mm? SiL 1025 656 H6al

2mm Test Lead

Test lead with the 2mm stackable 26.5

aold plated plua on both ends. ' i
§ et | by —
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22.050._1* Rated voltage/current: 30Vac-60Vdc/Max.10A  0.50mm? Pvc /688 656 466l
22 060.L_J* Rated voltage/current: 30Vac-60Vdc/Max.10A  0.50mm? SIL 1025 658 468l

2mm Test Lead

Test lead with the 2mm stackable
dold plated plua on both ends.

P : O

22.070.._1* Rated voltage/current: 30vac-60Vdc/Max.10A  0.50mm? Pvc 025 6561 466l
22.080.[_I* Rated voltage/current: 30Vac-60Vdc/Max.10A  0.50mm? SiL 1025 656 460l

Nanjing Shunp Electronics Co., Ltd.



Test Lead

4mm Test Lead

Test lead with the 4mm
stackable nickel plated plug on &4

both ends.

oD - oo

22.090.[_J*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm? Pvc 1025/ 1650 460l
22.100._J*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm? SIL 1025 6561 460l

22 110,  Rated voltage/current: 30Vac-60Vdc/Max.19A  1.0mm? JBF 026 1050/ HGO!

4mm Test Lead

Test lead with the 4mm 33 | L -
stackable qold plated plua on d:_l‘ﬁ_'l | ¢ L
both ends. b4 +_ 4 ___
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22 120.[_I*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm? PvVC 025l [050 460!
22.130._I* Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm? SIL 025|656 466l

22 140._J*  Rated voltage/current: 30vac-60Vdc/Max.19A  1.0mm* JBF 025 1650 66!

4mm Test Lead

Test lead with the injected 4mm
satckable nickel plated plug on

both ends.

P ;- O |

22.150._
22.160.L_I*
22.170.

L

0.75mm? PvC 025 1650 H60
0.75mm? SIL 1025 1050 400
25mm? JBF 025 (050 100l

Rated voltage/current: 30Vac-60Vdc/Max.15A
Rated voltage/current: 30Vac-60Vdc/Max.15A
Rated voltage/current: 30Vac-60Vdc/Max.32A

4mm Test Lead

plated plug on both ends.

Test lead with the 4mm nickel : 59 . . -

P : o™

22.180.
22.190. I
22.200._*

dg !
Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm? PVC 1025 1050 460
Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm? SIL 1025 1050 460
Rated voltage/current: 30Vac-60Vdc/Max.19A  1.0mm? JBF 025 1650 400

4mm Safety Test Lead

Safety test lead one end with the insulated 4mm
straight plug and the other end with the insulated 30
4mm andled plua.Nickel plated pluas with the protec- {

tive cap. Injected type. ! : : r
oD - oS " 7 | 70 |}
22.210.[ 1  Rated voltage/current: CATIII 1000V/15A 0.75mm? PvC 025 050 §60l G
22.220.[_]*  Rated voltage/current: CATIII 1000V/19A 1.0mm? JBF 1025 050/ 400! ICE!
22.230.[J*  Ratedvoltage/current: CATIII 1000V/32A 25mm? siL 025 650! 60l ICEl c €

8

Nanjing Shunp Electronics Co., Ltd.



Test Lead

Safety test lead with the insulated 4mm analed
plua on both ends.Nickel plated pluas with the

protective cap. Injected tvpe. ¢,4i H
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22.240.[ I  Rated voltage/current: CATII 1000V/15A  0.75mm2 PvC [625 6501
22.250.[ ] Rated voltage/current: CATII 1000V/19A  1.0mm? JBF 025 650!
22 260.[_I*  Rated voltage/current: CATII 1000V/32A  2.5mm? SIL 025 0501

4mm Safety Test Lead

Safetv test lead one end with the insulated 4mm
straiaht plug and the other end with the insu-
lated 4mm analed plug.Nickel plated pluas with
the protective cap. Assembled tvpe.

g
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22.270.[ 1%  Rated voltage/current: CATII 1000V/15A 0.75mm? PVC (028l

050 100 CE
22.280.[_J* Rated voltage/current: CATIII 1000V/19A 1.0mm? JBF 025 6561 466l ICEl
22.290.[ I Rated voltage/current: CATII 1000v/32A 25mm? siL (025 050/ 460l [GE!

4mm Safety Test Lead

Safety test lead with the insulated 4mm straight
plua on both ends. Nickel plated pluas with the
protective cap. Assembled tvpe.
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22 300._1* Rated voltage/current: CATIII 1000V/15A  0.75mm? PVC 025 650!
22 310.[_J* Rated voltage/current: CATIII 1000vV/19A  1.0mm? JBF 025 650!
22.320.[1* Rated voltace/current: CATII 1000v/32A  2.5mm? SiL 25l 650!

Multimeter Test Lead

Test lead one end with the test probe and the
other with the insulated 4mm straiaht plug. Nickel
plated and assembled type.
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22.330.[_1* Rated voltage/current: CATIII 1000V/15A  0.75mm? PvC 025 0501 460l IGE!

22.340._J* Rated voltage/current: CATIII 1000V/19A  1.0mm? JBF 025 050/ 4661 IGEN c €

22.350.[_J* Rated voltage/current: CATIII 1000v/32A  2.5mm” siL  [025] 650/ #6601 ICEI

Nanjing Shunp Electronics Co., Ltd.



Test Lead

Test lead one end with the test probe and the
other with the insulated 4mm analed plua.Nickel

plated and assembled type. 40
1
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22.360.[__J* Rated voltage/current: CATIII 1000V/15A  0.75mm? PvC 025 0501 160l GE!
22 370.[_J* Rated voltage/current: CATIII 1000V/19A  1.0mm? JBF 025 6501 661 ICEN c €
050 100 CE

22.380.[_J* Rated voltage/current: CATIII 1000V/32A  2.5mm* siL 1028

4mm Safety Test Lead

Safety test lead with the insulated 4mm
stackable plug on both ends. Nickel plated pluas *
with the red cap. ba__

P s e ™

22.390.[_* Rated voltage/current: CATIII 600V/19A  1.0mm? JBF 1025 5561
22.400.[_* Rated voltage/current: CATIII 600V/32A  2.5mm? PvC 1025 6561
22.410.[_J* Rated voltage/current: CATIII 600V/32A  2.5mm? SIL 025 050!

4mm Safety Test Lead

Safety test lead with the insulated 4mm
f

e

stackable plug on both ends. Nickel plated pluas +_ A
with the red cap. M#_ ba__
20 ‘
54 L |
DD ;- DS ™
22.420.1*  Rated voltage/current: CATIIl 600V-CATII 1000V/19A  1.0mm? JoF 025 0501 60! \CE!
22.430.C_J* Rated voltage/current: CATIII 600V-CATII 1000V/32A  2.5mm? Pvc 025 0501 6o [GE! C €
22440, 1+ Rated voltage/current: CATIII 600V-CATII 1000V/32A  2.5mm? siL 025 (0501 fioal [GE!
4mm Test Lead
Safety test lead with 4mm stackable pluag on
both ends. Nickel plated plugs with the shrink- + *
able tube and red cap. Y b4 —
* i
20|
56 | L |
oD : D
22.450.L_*  Rated voltage/current: CATII 600V/19A 1.0mm? JBF [625l 6501 60! IGE!
22.460.[__1* Rated voltage/current: CATII 600V/32A 25mm? pvc [025 6501 4661 IGEI c €
050 100 CE

22.470._1* Rated voltage/current: CATII 600V/32A 2.5mm? SIL (628

10

Nanjing Shunp Electronics Co., Ltd.



Test Lead

Test lead with the injected 4mm satckable L a4
nickel plated plug on both ends. T

[,
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22.480. I* Rated voltage/current: 30Vac-60Vdc/Max.15A  1.0mm? JBF 025! 650/ G0
22.490.[_]*  Rated voltage/current: 30Vac-60Vdc/Max.15A  2.5mm? JBF 025/ (6561 460!
22 500._1*  Rated voltage/current: 30Vac-60Vdc/Max.32A  2.5mm? SiL 1025 (656 4601

4mm Test Lead

Test lead one end with the 4mm stackable
nickel plated plua and the other end with
55mm lendath nickel plated crocodile clip.

[ |
o S 5 | -

22 510._J*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm2 PvC (625 (656 466l
22520 _J*  Rated voltage/current: 30vVac-60Vdc/Max.15A  0.75mm2 siL 025! 1656 A6

4mm Test Lead

Test lead one end with the 4mm stackable N
nickel plated plua and the other end with
55mm lengath nickel plated crocodile clip.

1. oL
g4
- —|= A
oD : OO 50 L
22.530.[_J*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm2 PvC [025 650 HG0
22.540._1*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm2 SIL (6251 (6501 MGl
4mm Test Lead
Safety test lead one end with insulated " L
4mm straiaht plug and the other with the 4T
Nickel plated pluas with the protective cap. ‘ ‘ ‘ ‘
oo - o 08 | : 54 |
22 550.[_1*  Rated voltaae/current: CATIII 1000V/15A  0.75mm? PvC (028 658 A6l [GE c €
22 560.[_1*  Rated voltaae/current: CATII 1000v/15A  0.75mm? SIL 625 656 460 [EE
4mm Test Lead
Test lead one end with the 4mm stackable ’,‘“
nickel plated plua and the other end with L
55mm lenath nickel plated crocodile clip. &4 ":‘ ) |
E | | |
o ;- O 44.5 L 39.7

22.570._J*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm2 PvC [025 650 H60
22 580.[_J*  Rated voltage/current: 30Vac-60Vdc/Max.15A  0.75mm2 SIL  [625 656 466

11
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Combined Test Lead

Examples of lead combinations

-
»
-

}IUY

Please state your needs in detail when inquiring!

Nanjing Shunp Electronics Co., Ltd.
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Panel Socket

Material

Insulator:PA

Body:Brass
Surface:Gold plated
Rated voltage/current
30Vac-60Vdc/Max.10A

L

oo gg_mwj%@

Material

Insulator:ABS
Bodv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

1
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Material

Insulator:ABS
Bodv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.6A

Material
Insulator:ABS
Bodyv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A
15 5

eﬁ',%

o

Q

A
"
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M3

Material

Insulator:PA

Bodv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

23

-
h)
T

Material
Insulator:PA

) Bodv:Brass
Surface:Gold plated
Rated voltage/current
30Vac-60Vdc/Max.10A

T =z z 7]
m\q&m—&v&

2.8x0.8

Material

Insulator:PA

Body:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

Material

Insulator:PA

Bodv:Brass
Surface:Gold plated
Rated voltage/current
30Vac-60Vdc/Max.10A

24

od A Il
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Panel Socket

210
| 2

+ﬁ=& 93

| [Ip]

#1.9
M8x0.5
%.
Driling
24.131.* 24.132.* 24.133.* 24134 . *

Model. Material Rated voltaae/current
24.131.* Insulator:PA
24.132. Bady-Brass CATIIl 600V/Max.10A
24.133. * Surface:Nickel or c € oD - O
24.134 * Gold plated

Material Material
Insulator:PA Insulator.ABS
Bodyv:Brass Body:Brass

Surface:Zinc plated
Rated voltage/current
30Vac-60Vdc/Max.24A

295

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

28
3. S R %
oo £l 0__03%@ @ A== o NI
d e . ; =
Material Material
Insulator:PA Insulator:PA
Body:Brass Body:Brass

Surface:Silver plated
Rated voltage/current
30Vac-60Vdc/Max.24A

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

2

2105
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Nanjing Shunp Electronics Co., Ltd.
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MIZx0,75

Panel Socket

24.301.* 24.302.* 24.303.* 24.304.*
24.311.* 24.312.* 24.313.* 24.314.*
Model. Material Rated voltage/current
24.301.* 24.311.*
CATIII 1000V/Max.32A
24.302.* 24.312.*
24.303. * 24.313.* Insulator:PA CATIII 1000V/Max.24A
n . Body:Brass
24.304. 24.314. Surface:Nickel plated
24 305 * 24315 * CATIII 1000V/Max.32A
24.306. * 24.316. *

24.305.* 24.306.*

24.315.* 24.316.*

q

PP : oW
7 DC» ™

Driling
24.321.* 24.322.* 24.323.* 24.324.*
Model. Material Rated voltage/current
24.321.*
CATII 1000V/Max.32A
24.322.*
24.323 * o L0 CATIII 1000V/Max.24A
= Body:Brass

24.324. Surface:Nickel plated
24.325 * CATIII 1000V/Max.32A
24.326. *

15

24.325.* 24.326.*
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Nanjing Shunp Electronics Co., Ltd.



Panel Socket

24.381.* 24.382.* 24.383.* 24.384.*

24.391.* 24.392.* 24.393.* 24.394.*
Model. Material Rated voltage/current
24.381.* 24.391.*
4,380 * 24,392 * Insulator-PA CATIII 1000V/Max.32A
: : . : : " Body:Brass
24.383. 24.393. Surface:Nickel plated CATIII 1000V/Max.24A C E By
24.384. * 24.394. * CATIII 1000V/Max.32A
EEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEERN
Material Material
Insulator:PA Insulator.ABS
Bodyv:Brass Body:Brass

Surface:Nickel plated
Rated voltage/current
CATIII 1000V/Max.32A

37

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

=4

53

[TMiex0.75
5]
w
210

o |

Material

Insulator:ABS
Body:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.19A

oS 1 |®

- peied 7 | ™

#10.5
13
ME
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Binding Post

Material Material
Insulator:ABS Insulator:ABS
Body:Brass Body:Brass

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

Surface:Nickel plated

Rated voltaage/current

30Vac-60Vdc/Max.19A
23

Material Material
Insulator.ABS Insulator:ABS
Body:Brass Body:Brass

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

K}

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

43,5

M4

Material Material
Insulator.ABS Insulator:ABS
Body:Brass Bodyv:Brass

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max .50A

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

37

Material Material
Insulator:ABS Insulator:ABS
Surface:Nickel plated Body:Brass

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max .60A

54

Rated voltaage/current
30Vac-60Vdc/Max.19A

I | B
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Nanjing Shunp Electronics Co., Ltd.



Binding Post

Material
Insulator:ABS

£35
Bodyv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.60A

MEB

=/

)

o : o

Material i s
Insulator.ABS L _

Body:Brass .
Surface:Nickel plated [ =
Rated voltage/current &
30Vac-60Vdc/Max.80A

P o : @

Material

Insulator:ABS
Body:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.100A

BFg
- |

LT

PO : O

24.937.*

Material

Insulator:ABS
Body:Brass
Surface:Nickel plated
Rated voltaage/current
30Vac-60Vdc/Max.150A o 3

re)

40

P e : O
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Banana Plug

Material
Insulator:PVC
Bodyv:Brass
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.6A
19

®3.7

Material

Insulator:PE

Body:Brass
Surface:Nickel plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.10A

23

i
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@ : g 5
]
il
=

Material
Insulator:PVC
Bodyv:Brass
Sprina:Beryllium copper
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.10A
27

Material

Insulator:PVC
Body:Brass
Spring:Beryllium copper
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.10A

36 =

=
& | i
I

Material

Insulator:PE

Bodyv:Brass

Sprina:Beryllium copper

Surface:Gold plated

*Solder connection

Rated voltage/current

30Vac-60Vdc/Max.12A
4.3

@
4 &

T,
28 2C

@
4 @

25.207.*

Material

Insulator:PE

Body:Brass
Spring:Bervllium copper
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.10A

£6.3

Material

Insulator:PE

Bodyv:Brass
Sprina:Beryllium copper
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.10A

- 6 2

~

Material

Insulator:PE

Body:Brass
Spring:Beryllium copper
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.10A

3a

@ e ] oo : . [iﬁ
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Banana Plug

@

Material
Insulator:PA
Body:Brass
Sprina:Beryllium copper
Surface:Nickel plated
*Solder connection
Rated voltage/current
CATII 600V/Max.10A

36

Material

Insulator:PVC
Body:Brass
Sprina:Steel
Surface:Nickel plated
*Screw connection
Rated voltage/current
30Vac—60Vd9fMax.24A

@

Material

Insulator:ABS
Body:Brass
Sprina:Bervllium copper
Surface:Nickel plated
*Screw connection
Rated voltage/current
30Vac-60Vde/Max.24A

Material

Insulator:ABS

Body:Brass
Sprina:Phosphorus copper
Surface:Nickel plated
*Solder connection

Rated voltage/current
30Vac-60Vdc/Max.19A

455 =3

Material

Insulator:PVC
Body:Brass
Sprina:Steel
Surface:Nickel plated
*Screw connection
Rated voltage/current
30Vac-60Vdc/Max.24A

56,3

Material

Insulator:PVC
Body:Brass
Sprina:Bervllium copper
Surface:Nickel plated
*Screw connection
Rated voltage/current
30Vac-60Vdc/Max.24A

61

Material

Insulator:PE

Body:Brass

Sprina:Bervllium copper

Surface:Nickel plated

*Screw connection

Rated voltage/current

30Vac-60Vdc/Max.32A
53

oS

15

L &

Material

Insulator:PVC

Body:Brass
Sprina:Phosphorus copper
Surface:Nickel plated
*Screw connection

Rated voltage/current
30Vac-60Vdc/Max.32A

20
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Banana Plug
| 25.422.* N

Material Material
Insulator:PVC Insulator:PA
Body:Brass Body:Brass

Sprina:Beryllium copper
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.24A

Surface:Nickel plated
*Screw connection
Rated voltage/current
30Vac-60Vdc/Max.32A

@ e
S G

Material Material
Insulator:PVC gm:lal.tgnPﬁ__
Body:Brass odv:Beryllium copper

Sprina:Beryllium copper
Surface:Gold plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.19A

Surface:Nickel plated
*Screw connection
Rated voltage/current
30Vac-60Vdc/Max.24A

58 - . -

o4 e |
I eea ;
N _

@ e
S

i B
JE

Material Material

Insulator:ABS Insulator:PE

Body:Brass Bodyv:Brass
Sprina:Steel

Surface:Nickel plated
*Screw connection
Rated voltage/current
30Vac-60Vdc/Max.24A

Surface:Nickel plated
*Solder connection
Rated voltage/current
30Vac-60Vdc/Max.19A

@
4 &

bbbt Material

Insulator:ABS

Body:Brass Insulator:PVC
Bodyv:Brass

Surface:Nickel plated
Surface:Nickel plated

*Solder connection
Rated voltage/current . .
Screw connection

30Vac-60Vdc/Max.24A

40 Rated voltage/current

15 30Vac-60Vdc/Max.24A

s 475
D) >4
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Banana Plug

Insulator:PA
Bodv:Brass
Surface:Nickel plated
*Solder connection

30Vac-60Vdc/Max.24A

L]

LT

f e

B

o
&
1

Insulator:PA
Body:Brass
Sprina:Beryllium copper
Surface:Nickel plated
*Solder connection

CATII 600V/Max.32A

J6

Insulator:PA
Body:Brass
Sprina:Beryllium copper
Surface:Nickel plated
*Press connection

30Vac-60Vdc/Max.32A

=8

23

Insulator:PA
Body:Brass
Sprina:Beryllium copper
Surface:Nickel plated
*Solder connection

CATII 600V/Max.32A

0

1835

AT . i

o 4 LTI | =
i

Insulator:PA
Body:Brass
Sprina:Bervllium copper
Surface:Nickel plated
*Solder connection

CG”

o ;- oS
7T OO ™

CATII 1000V/Max.32A

C € Insulator:PA
Body:Brass
Sprina:Bervllium copper
Surface:Nickel plated
*Solder connection

CATII 1000V/Max.32A

24

Insulator:PA

Body:Brass

Sprina:Beryllium copper

Surface:Nickel plated = | ©»

*Solder connection { — =
: ' will -

CATII 1000V/Max.32A

Insulator:PA

Body:Brass
Surface:Nickel plated
*Solder connection

CATII 600V/Max.19A

@ :
> &

89
244
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Connecting Plug
26.203.* N

Material Material

Insulator.ABS Insulator:ABS
Body:Brass Body:Brass
Sprina:Beryllium copper Sprina:Beryllium copper
Surface:Gold plated Surface:Nickel plated
Rated voltaae/current Rated voltage/current

30Vac-60Vdc/Max.10A 30Vac-60Vdc/Max.32A
31 - =

wot
MDD/ =ANE

Material :Wat:artialABS

nsulator:
Insulator:ABS Body:Brass
Body:Brass Sprina:Beryllium copper

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.32A

Sprina:Bervllium copper
Surface:Gold plated
Rated voltage/current
30Vac-60\.’dcll§:lax.1OA

za="l| |||||J/
e —
1 = . LLLLIL

I

[

3 11 13
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gl_'J%
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EEIEN o J =

|
. i
9
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Material Material
Insulator.ABS Insulator.ABS
Body:Brass Body:Brass

Sprina:Beryllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.32A

Sprina:Bervllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.32A

Material Material
Insulator.ABS Body:Brass
Bodv:Brass Sprina:Bervllium copper

Sprina:Bervllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.32A

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.32A
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Connecting Plug

Material

Insulator:ABS
Body:Brass
Sprina:Bervllium copper
Surface:Nickel plated
Rated voltage/current
CAT Il 1000V/Max.32A

425

\M)

Material

Insulator:PA
Body:Brass
Sprina:Bervllium copper
Surface:Nickel plated
Rated voltage/current
CAT Il 1000V/Max.32A

243
“
=

Hi=":1
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e

e
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Material

Insulator:PVC
Bodv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.19A

42

q—L'

k=3

]

Material

Insulator:PVC
Bodv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.24A

i

in

Material

Bodv:Brass
Sprina:Beryllium copper
Surface:Nickel plated
Rated voltage/current

30Vac-60Vdc/Max.32A
47

Nanjing Shunp Electronics Co., Ltd.
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Connecting Plug

Material Material
Insulator:PA Insulator:PA
Body:Brass Bodyv:Brass

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.36A

] [ 30v | =t
=) 1
)
Material Material
Insulator:PA Insulator:PA
Body:Brass Body:Brass

Sprina:Beryllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.36A

o

a0 _

F
i

i A
[:'|,i:|
I
.

Material Material

Insulator:PA Insulator:PA

Body:Brass
Sprina:Beryllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

Bodyv:Brass
Sprina:Beryllium copper
Surface:Gold plated
Rated voltage/current
30Vac-60Vdc/Max.36A

445 .
1 =
== 30v E
Material
Insulator:PA Material
Bodv:Brass Insulator:PA
Body:Brass

Sprina:Beryllium copper
Surface:Gold plated
Rated voltage/current
30Vac-60Vdc/Max.10A

Sprina:Beryllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

o= 3ov |
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Connecting Plug

Material

Insulator:PA

Body:Brass
Spring:Beryllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.36A

@ : o ﬂ—| = i f-._-.-:_r:, 5

Material

Insulator:PA

Bodv:Brass
Sprina:Beryllium copper
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.36A

Material

Insulator:PA

Bodv:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

Material

Bodv:Brass
Surface:Gold plated
Rated voltage/current
30Vac-60Vdc/Max.32A

26.481

f ﬂ E’_:E:::, ‘ __—-:::, 1
L | —“———“I 3
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Crocodile clip

Material

Insulator:PA

Body:Brass
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.10A

Material

Insulator:PA

Body:Brass
Surface:Nickel plated
Rated voltage/current
CATII 300V/Max.15A

el

o4
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Material

Insulator:PA

Bodv:Brass
Surface:Nickel plated
Rated voltage/current
CATIII 1000V/Max.32A

Material

Insulator:PA

Bodv:Brass
Surface:Nickel plated
Rated voltage/current
CATIII 1000V/Max.32A

Material

Insulator:ABS
Body:Steel
Surface:Nickel plated
Rated voltage/current
30Vac-60Vdc/Max.19A

Material
Insulator:ABS
Bodyv:Brass
Surface:Gold plated

=) E”@(:;F
@ e 7 \~._.// 51 B

Material
Insulator:PVC
Bodyv:Brass
Surface:Nickel plated

Material
Insulator:PVC
Body:Steel
Surface:Nickel plated

Nanjing Shunp

Electronics Co., Ltd.




Crocodile clip

Material
Insulator:PVC
Bodyv:Steel
Surface:Nickel plated

15

038

B-38UNC

Material

Body:Steel
Surface:Nickel plated
Current

Max.10A

Material
Insulator:PVC
Body:Steel
Surface:Nickel plated

Material
Insulator:PVC
Body:Steel
Surface:Nickel plated
Current

Max.30A

w% 3
/ 51.3
27.718.*

Material Material

Insulator:PVC Insulator:PVC

Body:Steel Body:Steel

Surface:Nickel plated Surface:Nickel plated
Current
Max.30A

N _Emz.ﬂf‘g [ip]
- =gy
635

Material Material

Insulator:ABS Insulator:PVC

Body:Steel Body:Steel

Surface:Nickel plated Surface:Nickel plated
Current
Max.50A

?'q‘ ¢
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Uninsulated Banana plug & Socket

Material Material
Body:Brass

Sprina:Beryllium copper

Body:Brass
Surface:Gold plated

i & i - Surface:Gold plated
—ts
L |
| oy C
" B =1
Material Item No. T 5
Body:Brass 28.330 M2.0 6.5
Surface:Gold plated ) : :
28.331 M2.5 6.5
= 28.332 M3.0 6.5
153 Material 18.5
e Body:Brass =

¥ EELE Sprina:Bervliium copper T.'r-, L 5
A v E
e Surface:Gold nlated ! O _I
28.340

Material Material
Body:Brass Body:Brass
Surface:Nickel plated Sprina:Beryllium copper
99 Surface:Gold plated
L2 -
4 2
%{ 2
]
| s
1 = S Driling ]:L
=
Material Material
Bodyv:Brass Bodyv:Brass
Surface:Nickel plated Sprina:Beryllium copper
16.5 Surface:Gold plated

12,5

P}

[iﬁ’ % ==

[0

Material Item No. T L
Bodv-Briss 28.360 M2.0 6.5
Surface:Gold plated 28.361 M2.0 10.0
28.362 M2.5 6.5
o Material 19

il - L
L3 Body:Brass

1.5
%@% E]sg Sprina:Beryllium copper - ‘Q, al

Surface:Gold plated

L]
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Uninsulated Banana plug & Socket

Material

Body:Brass

Sprina:Beryllium copper

Surface:Nickel plated
235

12.5 7

Material

Bodv:Brass
Sprina:Beryllium copper
Surface:Nickel &I}ated

18

L]
6

Be.:

O =

Material

Body:Brass
Spring:Beryllium copper
Surface:Nickel plated

22,9
17.5 L.

28.46*

Material

Bodv:Brass
Sprina:Beryllium copper
Surface:Nickel plated

M4

Item No. T B Material
28.410 M3.0 6.0 Body:Brass
28.411 M3.0 10.0 Sprina:Bervllium copper
28.412 M4.0 45 Surface:Nickel plated
28.413 M4.0 6.0
28.414 M4.0 9.0
28.415 M4.0 18.0
8.420
Material
Bodv:Brass
Sprina:Bervllium copper
Surface:Gold plated Item No. T L
o 385 e 28.460 M3.0 3.0
_ 28.461 M3.0 6.5
= —I]] iEl 28.462 M4.0 6.0
= Q 28.463 M4.0 9.0
8.430
Material Material
Bodv:Brass Bodv:Brass

B4

Sprina;Beryllium copper
Surface:Gold plated

47

2l

G=":1

B4

Sprina:Beryllium copper
Surface:Nickel plated

]
cn
i
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Uninsulated Banana plug & Socket

Material

Bodv:Brass
Sprina:Beryllium copper
Surface:Nickel plated

Material

Bodv:Brass
Spring:Beryllium copper
Surface:Silver plated

p— 35
2 -‘5 17
k E% (S}@_'R e .
L =|_| &
© F— L=
b R
Material Material
Bodyv:Brass Body:Copper

Surface:Nickel plated
32

Sprina:Beryllium copper
Surface:Gold plated

41.5

Material

12
Bodv:Brass
Sprina:Beryllium copper o @ \ i)
. 3 Q |94
Surface:Nickel plated e,
k. 26.5 =
12
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Test Kits

3.110

2 x 4mm safety test lead:22.420(1mm? JBF wire L:100cm)
2 x test probe:20.164

2 x safety crocodile clips:27.262

2 x test clip:20.169

3.130

2 x 4mm safety test lead:22.420(1mm? JBF wire L:100cm)
2 X test probe:20.164

2 x safety crocodile clips:27.262

2 X test probe:20.168

2 x 4mm safety test lead:22.310(1mm? JBF wire L:100cm)
2 X test probe:20.164

2 x safety crocodile clips:27.262

2 x test clip:20.169

‘\\\‘g\kl \\\}I\X}\I‘\\\bl

2 x 4mm safety test lead:22.280(1mm? JBF wire L:100cm)
2 X test probe:20.157

2 x safety crocodile clips:27.262

2 x test clip:20.169

Nanjing Shunp Electronics Co., Ltd.
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Test Kits

2 x 4mm safety test lead:22.280(1mm? JBF wire,L:100cm)
2 x 4mm test lead:22.530(0.75mm? PVC wire,L:25cm)

2 x test probe:20.157

2 x safety crocodile clips:27.262

/ * Packed in the tool bag

2 x 4mm safety test lead:22.280(1mm? JBF wire,L:100cm)
2 x 4mm test lead:22.370(1mm? JBF wire,L:100cm)

2 x test probe:20.157

2 x safety crocodile clips:27.262

2 x test clip:20.169

2 x 4mm safety test lead:22.280(1mm? JBF wire,L:100cm)
2 x test probe:20.157

2 x test probe:20.164

2 x safety crocodile clips:27.262

2 x test clip:20.169

2 x connecting plug:26.451

2 x connecting plug:26.456

* Packed in the tool bag

Nanjing Shunp Electronics Co., Ltd.



Test kits-DIY Zone

Choose the products from our catalogue and we will pack them into
the tool bag as you want Suitable for the small test kits with the test
lead within 100CM.
Feature:1.Five independent space of each bag

2.Tool bag can hang on the wall or your belt

3.Free logo space

Choose the products from our cataloque and we will pack them into
the magic tool box as you want.Suitable for the medium test kits
with the test lead within 200CM.
Feature:1.Tool box can be devided into the different space with the
*q plastic insert
Q‘* - 2.Tool bag can hang on the wall

F‘ | ‘}Qq \ 3.Free logo space
X

Choose the products from our catalogue and we will pack them into
the maagic tool box as vou want.Suitable for the big test kits with the
test lead within 500CM.
Feature:1.Tool box can be devided into the different space with the
plastic insert
2.Tool bag can hang on the wall
3.Free logo space

Choose the products from our cataloque and we will pack them into
the tool box as vou want.Suitable for the professional test kits.
Feature:1.Special material to make the box that insure it can save in

different working enviroment

2.Foam-rubber cushion protect the inside products

3.Free logo space

34
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Test Kits

O

Item MNo. T = sSW
035.0005 M4 3 6 Item No. T e @
035.0010 M6 2 8 035.0039 M6 25 8
035.0014 M8 3 10 035.0029 M8 3 10
035.0023| M12 25 14 035.0030| M12 5 14
Terminals LED Base
f{q gl_’
- [
ltem No. w L H
023.0083| 28 14 ¥
023.0084 438 15 35.010 %] g[ .
023.0085| 38 19
14
Hex spacers peR
f LED
35.020 =9 g
|
/ ) =
S / Q
” Il~_‘ Iy
| 35.030 e 2
1
ltem No. @ swW L
023.0086 3 6 8
023.0087 3 6 20

35
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Testing machine to collect the clectrical data
sheet about the products

* Current test

* Voltage test

* Safety test

Testing machine to collect the mechanical data

sheet about the products

* Insent test Testing machine to collect the mechanical data
* Pull test sheet about the cable
* Pull test

* Rotational test
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